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DETAIL SPECIFICATION SHEET 
 

CONNECTORS, ELECTRICAL, CIRCULAR, THREADED, HIGH SHOCK,  
HIGH DENSITY, SHIPBOARD, METAL CONDUIT BUSHING 

 
This specification is approved for use by all Departments 

and Agencies of the Department of Defense. 
 

The requirements for acquiring the product described herein shall consist of this specification sheet and 
MIL-DTL-28840. 

 
 

 
 
 
 

FIGURE 1.  Dimensions and configurations. 
 
 
AMSC  N/A  
 

 Inches mm 
.01 .25 
.03 .76 
.050 1.27 
.053 1.35 
.06 1.52 
.480 12.19 
.875 22.23 

1.50 38.10 
FSC 5935 
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Size 

 
MIL-DTL-28840/4 

size (ref) 

A 
+ .020 (+ .50) 
 - .000 (- .000)

dia 

B 
+ .005 (+ .12) 
 - .000 (- .000) 

dia 

C 
+ .000 (+ .000) 
 - .005 (- .12) 

dia 

D 
+ .000 (+ .000) 
 - .005 (- .12) 

 

03 03 .375 (9.53) .540 (13.71) .625 (15.87) .525 (13.34) 

04 04 .500 (12.70) .665 (16.89) .750 (19.05) .650 (16.51) 

05 05 .625 (15.87) .780 (19.81) .875 (22.23) .775 (19.69) 

06 06 .750 (19.05) .940 (23.88) 1.000 (25.40) .900 (22.86) 

08 08 1.000 (25.40) 1.225 (31.12) 1.375 (34.93) 1.275 (32.39) 

10 10 1.250 (31.75) 1.470 (37.34) 1.625 (41.28) 1.525 (38.74) 

12 12 1.500 (38.10) 1.740 (44.20) 1.875 (47.65) 1.775 (45.09) 

16 16 2.000 (50.80) 2.215 (56.26) 2.375 (60.33) 2.275 (57.79) 
 
 
 
 
 
NOTES: 

1.  Dimensions are in inches. 
2.  Metric equivalents are given for general information only. 
3.  Dimensions apply after plating. 

 
 
 
 
 
 
 
 
 
 

FIGURE 1.  Dimensions and configurations - Continued. 
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REQUIREMENTS 
 
Dimensions and configurations:  See figure 1. 
 
Material:  Passivate, corrosion resistant shell. 
 
These bushing are used in accordance with MIL-DTL-28840/5, /25, /27, and /30. 
 
Part or Identifying Number (PIN) example: 
 
 
                                                                          M28840/      22         S       A  
 
   Military designator  
 
   Specification sheet number  
 
   Material designator  
       S – corrosion resistant steel 
       Passivate in accordance with SAE-AMS-QQ-P-35 
 
   Size 
 
Changes from previous issue.  Marginal notations are not used in this revision to identify changes with 
respect to the previous issue due to the extent of the changes. 
 
Reference documents.  In addition to MIL-DTL-28840, this document references the following: 
 

SAE-AMS-QQ-P-35 
MIL-DTL-28840/4 
MIL-DTL-28840/5 
MIL-DTL-28840/25 
MIL-DTL-28840/27 
MIL-DTL-28840/30 

 
 

CONCLUDING MATERIAL 
 
 
Custodians: Preparing activity: 

Navy - EC DLA - CC 
DLA - CC 

 (Project 5935-4416-011) 
 
 
NOTE:  The activities listed above were interested in this document as of the date of this document.  
Since organizations and responsibilities can change, you should verify the currency of the information 
above using the ASSIST Online data at http://www.dodssp.daps.mil. 
 

http://www.dodssp.daps.mil/

